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WE CARE ABOUT YOUR FUTURE

KARL MAYER'’s direct warping creel (GV-OPTOSTOP) — the ideal creel for processing all
kinds of spun yarns on KARL MAYER's spun-yarn direct warpers
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Your benefit

+ KARL MAYER's direct warping creel (GV-OPTOSTOP) is setting
new quality standards in warp preparation

» The creel offers the best possible design, specifically tailored to
customer needs, by encompassing a wide variety of spacing pro-
grams and different accessory options

+ High productivity due to maximum direct warping speed and
reduced set-up times makes the GV-OPTOSTOP creel the ideal
creel for direct warpers intended for spun yarn processing

- Gentle yarn treatment due to deep yarn tension level and reduced
yarn friction

« Very short set-up times and high productivity

+ High quality due to reliable yarn break detection and low yarn
tension
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Pre-tensioner system:
1run-up—-2run-3stop
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o Balloon separator: for
limiting the yarn balloon
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Product features Technical facts
PR BASEH
+ High-performance direct warping creel (V-creel) for the processing  « Draw-off speeds up to 1,200 m/min

of spun yarns within a range of 50 dtex—1,700 dtex - Wide variety of spacing programs: h 240-320 mm/v 240-435 mm
+ OPTOSTOP yarn tensioner with optical yarn monitoring system « Number of bobbins: 230-1314

and simple threading facility during change of lots » Number of tiers: 5-9

+ Pre-tensioner system and creel length compensation

- SEREEEEAN L)L, A0 T50 dtex-1700dtexfyF@sfeb - Options: cutting device, balloon separator, rod separator, yarn

+ OPTOSTOPZY LSk NERECE LBV MRS, AN, LB F LD EE storage device, tube discharge device, power supply 50Hz or
60Hz, automatic bobbin-loading system
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OPTOSTOP yarn tensioner
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o OPTOSTOP yarn tensioner

+ Reduced yarn tension due to free
yarnrun

- Integrated optical yarn control:
for end break detection
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KARL MAYER Textilmaschinenfabrik GmbH - info@karlmayer.com - www.karlmayer.com
Briihlstraf3e 2563179 Obertshausen - Germany - T +49(0)6104 402-0 - F +49(0)6104 402-600
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